Bicycle Repair Checklist

Common Unnoticed Issues

· Frame & Fork 
1. Bent derailleur hanger drop-out
· Bottom Bracket, Cranks, & Pedals

1. Bearing play 

2. Loose or missing lockring

3. Crankarms not securely fastened

4. Bent chainrings

5. Pedals not securely fastened

· Front Hub
1. Locknut missing
2. Locknut not tightened against cone
3. Bearing play
· Rear Hub

1. Locknut missing

2. Locknut not tightened against cone
3. Bearing play
· Freewheel or Cassette

· Headset

1. Lockring not securely fastened
2. Bearing play
· Front Rim & Tire

1.  Valve stem not perpendicular to rim

2.  Tire underinflated

3.  Tire bead not seated into rim

4.  Wheel not centered in frame

5.  Quick release levers closed backwards

6.  Safety catch washers missing
7.  Valve cap missing
· Rear Rim & Tire

1.  Valve stem not perpendicular to rim

2.  Tire underinflated

3.  Tire bead not seated into rim

4.  Wheel not centered in frame

5.  Quick release levers closed backwards
6.  Missing cable cap

7.  Valve cap missing
· Front Brakes

1.  Spring tension between brake arms not balanced
2.  Pads not centered on rim 

3.  Brake pads not toed-in to prevent squealing

4.  Brake pads worn into un-flat pattern 

5.  Missing concave and convex parts

6.  Missing cable cap 

7.  Must use brake housing not gear housing
· Rear Brakes

1.  Spring tension between brake arms not balance
2.  Pads not centered on rim 
3.  Brake pads not toed-in to prevent squealing

4.  Brake pads worn into un-flat pattern 

5.  Missing concave and convex parts 

6.  Must use brake housing not gear housing
· Chain
1.  Not cleaned 

2.  Not lubricated

3.  Too much lubrication

4.  Links too tight
· Front Derailleur & Cable
1.  Limit screws not set properly
2.  Cable needs replacement

3.  Bends in cable housing

4.  Cable cap missing

5.  Must use gear housing when applicable

6.  Must use gear ferrules when applicable
· Rear Derailleur & Cable
1.  Limit screws not set properly

2.  Cable needs replacement

3.  Bends in cable housing

4.  Cable cap missing

5.  Must use gear housing when applicable

6.  Must use gear ferrules when applicable

7.  Not setting barrel adjuster for proper chain shifting
· Handlebars, Stem, Grips, & Levers 
1.  Bar end plugs missing

2.  Stem not sufficiently secured

3.  Stem higher than safety marks

4.  Levers not secured 

5.  Levers not positioned correctly
· Seat & Seat Post 
1.  Seat post not cleaned and greased

2.  Seat post higher than safety marks
· Reflectors 
1.  Wheel reflectors not opposite valve stem

2.  Wheel reflectors not positioned close to rim

3.  Front & Rear reflectors not positioned correctly
